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ARCHITECTURAL SPECIFICATIONS

All overhead doors and appurtenances specified herein shall be by one manufacturer. Overhead
doors shall be Overhead Door company 591 Series Thermocore, or equal. Doors shall be sectional
upward acting. Doors shall be equipped with a bolt type lock, installed on operator's side of door.

Products of the following manufacturers are acceptable, provided they comply with the
remainder of this specification.

Raynor
Wayne-Dalton Corp.
Clopay

Doors shall be accurately counterbalanced with torsion springs, tapered drums and galvanized
lift cables. Operation shall be electric operator with back-up mechanical advantage chain lift.

Doors shall be equipped with ball bearing rollers. Doors shall be furnished with heavy duty
double end hinges and long stem rollers. All hinges, bolts, bracing hardware, and horizontal bracing on
each panel shall have the galvanized steel finish.

Sections shall be constructed from galvanized corrosion resistant sheet steel with a rigid
foamed-in-place polyurethane, CFC and HCFC free lamination process. Joints between the sections shall
be designed and weather stripped to prevent air infiltration and water from dripping when the door is in
open position. To provide extra strength, durability and resistance to damage, sections shall have .016
(26 gauge) exterior face metal and 0.16 inch interior face metal thickness. A reinforcing strip of 1 inch
shall extend full width at the top and bottom of each section to provide extra strength and a mounting
base for all center hinges. Sections shall be fitted with 16 gauge galvanized end stiles.

Track shall be angle mounted, 3" Type, formed from .108 inch galvanized steel, lift clearance
track. Provide heavy duty double end hinges, and heavy duty center hinges, all surface hardware shall
be corrosion resistant galvanized steel. Rollers shall be 3" with steel roller bearing set in case-hardened
races. Springs, Torsion Type, of proper size and type to be rated for 25,000 cycles. Panels to be thermal
insulated with fire rating comparable to Class | (ASTM E-84-40) with flame spread of 15 and smoke
density of 120. Must have a windload designed to meet or exceed industry standards for windloads
(ANSI/NAGDM 102-1988) deflection. If door is in the horizontal position, deflection will not exceed
1/120 of the door width. Wind loading to meet 25 Ibs. per sq. ft. Provide certified U value of .067 and
installed R value of 5 based on certified test data. End styles shall be 16 gauge steel. Air infiltration shall
not exceed .13 CFM per sq. ft. at 25 MPH.

Submittals are to include test results from an independent testing agency. Tests are to be
performed in accordance with ASTM C236-87, NA GDM 105-1991, ASTM E238-84 and ASTM E330.

The electric door operators shall be a side-mounted unit with a %5 hp 110 volt, instant reversing,
high torque, constant duty, and be equipped with rotary driver limit switches as an integral part of the
mechanism to provide accurate setting to control up and down positions. The chain hoist shall be a
standard integral mechanical drive unit designed to operate the door in case of power failure or failure
of the electrical lifting system. During hand operations, limit switches shall remain timed to door
position. The motor shall be protected against burn-out, overheat, and over-under current conditions.



Doors are to be equipped with an electronic sensing edge for automatic door stop on obstructions.

Operators shall be provided with the following:

a) Ball bearing power train. (Oil impregnated bronze bearings are not acceptable.)
b) Electrically and mechanically interlocked contactor.

c) Instant reversing motor.

d) Adjustable rotary type limit switches.

e) Solenoid Activated Drum type brake.

f) Adjustable disc friction clutch.

g) Emergency release kits/quick disconnect for manual or emergency operation.

The push button controls shall be standard low voltage circuit, 3-button, 3-position; open, close,
stop, surface mounted station. Power source shall be from the electrical panel.

Standard vision panels (four per door) of approximately 12" x 21" insulated windows shall be
installed in the third section of the door at approximately eye level. Two panes of DS glass will be
installed in two piece high impact polymer frames, and are to be constructed to prevent moisture entry
and fogging.

Provide sealing strip on top section to seal door against the header when door is in closed
position. Provide jamb seal on vertical edge of each jamb angle supporting the tracks to prevent contact
between conductive metal surfaces sealing against wind, rain and heat loss. Provide seals fitted inside
every between-section joint. Provide bulb type EPDM sealing weather strip full width of each bottom
section to conform and seal to slightly irregular floor surface.

Sections shall be painted white with a two coat baked on polyester finish interior and exterior.

All doors shall be installed for the highest lift possible to gain interior overhead clearances; and
follow the roof slope type track shall be used.

Door and all equipment shall be installed by the specialty overhead door trained personnel, and
all work shall be accomplished in a professional manner to guarantee quality workmanship, material,
and material functions. No damaged or used materials shall be used. Contractor shall guarantee
workmanship and material for a period of one year after the acceptance, and shall provide service
without charge to the owner during this period if cause of trouble is due to either faulty material or
workmanship. After a 90-day period of performance and operation under field conditions, the doors
shall be serviced, checked and adjusted to the accepted standards by the overhead door trained
personnel at no charge to the owner. Doors are to have a minimum 10 year delamination guarantee.



BID SCHEDULE

BIDDER:

The bid item shall be filled in completely by the bidder in the bid schedule, by indicating total dollars and cents
under the Total Amount Bid. All costs, including hourly rates will be included here and will be fully burdened

to include; but not limited to, wages, transportation, lodging, overhead, and per-diem.

All of the items in these specifications, which are not specifically a bid item, are considered incidental items.
The cost of furnishing and installing all incidental items will not be paid for separately, but shall be included in
the contract unit prices as bid, unless otherwise noted.

All figures should be written in ink or typed. Penciled entries will not be accepted; bids will be considered
irregular and rejected.

ITEM UNIT DESCRIPTION TOTAL AMOUNT BID
NO.
1 EACH Purchase and Install Nine Overhead Doors in the

Utility Crafts Building, Lewiston

2 EACH Purchase and Install Four Overhead Doors in the
Butler Building, Lewiston

AWARD TO BE ALL “OR NONE”

THIS PAGE MUST BE SIGNED IN BLUE INK & RETURNED WITH YOUR BID

Signature Date

INVITATION TO BID (ITB) Bid Schedule
REQUISITION # B-526930

DISTRICT TWO (LEWISTON) — OVERHEAD DOOR REPLACEMENT



IDAHO TRANSPORTATION DEPARTMENT
SIGNATURE PAGE

Idaho Transportation Department

Business and Support Management Purchasing Unit
3311 West State Street

Boise, Idaho 83703

REQUISITION #: B-526930
REQUISITION TITLE: DISTRICT TWO (LEWISTON) — OVERHEAD DOOR REPLACEMENT

This response is submitted in accordance with all documents and provisions of the specified Requisition
Number and Title detailed above. By my signature below, | accept the terms and conditions as
incorporated into this solicitation. As the undersigned, | certify | am authorized to sign and submit this
response for the Contractor.

Federal Identification # Public Works License # (If Req’d) Additional License #'s (If Req’d)
Company Name State of Domicile

Mailing Address City, State, & Zip

Phone Fax Email

Contractor Signature/Authorized Signature Date

Name (Please Print)

BY SIGNING, CONTRACTOR ACKNOWLEDGES HIS/HER RESPONSIBILITY FOR ANY ADDENDA THAT HAVE
BEEN ISSUED FOR THIS SOLICITATION AND WILL COMPLY WITH ALL THE TERMS, CONDITIONS, AND
SPECIFICATIONS OF THIS SOLICITATION.

If not domiciled in the State of Idaho, please provide an address where business is conducted in the
State of Idaho, if applicable:

Mailing Address City, State, & Zip

Phone Fax

THIS PAGE MUST BE SIGNED IN BLUE INK & RETURNED WITH YOUR BID

INVITATION TO BID (ITB) Signature Page
REQUISITION # B-526930

DISTRICT TWO (LEWISTON) — OVERHEAD DOOR REPLACEMENT



CONTRACTOR'’S AFFIDAVIT

CONCERNING ALCOHOL AND DRUG-FREE WORKPLACE

STATE OF

COUNTY OF

The undersigned being duly sworn upon oath deposes and says that

(Contractor Name)

complies with the provisions of Section 72-1717 Idaho Code (Drug Free Workplace program); that

provides a drug-free workplace program that complies with the

(Contractor Name)

provisions of Idaho Code, Title 72, Chapter 17 and will maintain such program throughout the life this

contract and that shall subcontract work only to
(Contractor Name)

subcontractors meeting the requirements of Idaho Code, section 72-1717(1)(a).

Name of Contractor

Address
City and State
By:
(Signature)
Subscribed and sworn to before me this day of , in the year

Commission expires:

NOTARY PUBLIC, residing at

INVITATION TO BID (ITB) Contractor’s Affidavit
REQUISITION # B-526930 Alcohol and Drug Free Workplace

DISTRICT TWO (LEWISTON) — OVERHEAD DOOR REPLACEMENT



CONTRACTOR'’S AFFIDAVIT

CONCERNING ILLEGAL ALIENS
http://gov.idaho.gov/mediacenter/execorders/eo09/eo_2009_10.html

STATE OF

COUNTY OF

The undersigned, being duly sworn upon oath, deposes and says that

(Contractor Name)
complies with the provisions of Idaho Executive Order 2009-10 (Establishing a Policy for All State

Agencies Concerning Public Funds); that substantiates that all

(Contractor Name)
employees providing services or involved in any way on projects funded directly by or assisted in whole
or part by state funds or federal stimulus dollars can legally work in the United States and complies with
the provisions of Idaho Executive Order 2009-10 and will maintain such throughout the life of this

contract and that shall subcontract work only to subcontractors

(Contractor Name)
meeting the requirements of Idaho Executive Order 2009-10. Any misrepresentation or any employment
of persons not authorized to work in the United States constitutes a material breach and shall be cause
for the imposition of monetary penalties up to five percent (5%) of the contract price, per violation,

and/or termination of the contract.

Name of Contractor Address
By:
(Signature) City and State
Subscribed and sworn to before me this day of , in the year

Commission expires:

NOTARY PUBLIC, residing at

INVITATION TO BID (ITB) Contractor’s Affidavit
REQUISITION # B-526930 lllegal Aliens

DISTRICT TWO (LEWISTON) — OVERHEAD DOOR REPLACEMENT (REV 07/01/2009)
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LICENSE REQUIREMENTS FOR
PLUMBING, ELECTRICAL, AND HVAC WORK

The contractor must complete this form giving the name, address, and Public Works Contractors License
Number for any and all companies who shall, in the event the Contractor secures the contract, complete
the plumbing, electrical, or HVAC work under the contract in accordance with Idaho Code Section 67-
2310. Failure to complete this form as required may render any such bid submitted by a contractor

unresponsive and void.

Companies must possess an appropriate Idaho Public Works Contractors License issued by the State of
Idaho Public Works Contractors State License Board covering the contract work classification in which
they are named, except as stated in Subsection.107.03-Licensing of Contractors.

The following are the names, addresses, Public Works Contractors license numbers, and contract
amounts of the Contractor or Subcontractor(s) who shall do the plumbing, electrical, or HVAC work
under the contract.

Note: Idaho Code Section 67-2310 also states "No general contractor shall name any subcontractor in
his bid unless the general contractor has received communication from the subcontractor.”

A. Plumbing work by: residing at:

, whose Idaho Public Works Contractors License No. is: ,
whose State Plumbing Bureau License No. is: . Amount: $
B. Electrical work by: residing at:

, whose Idaho Public Works Contractors License No. is: ,
whose State Electrical Bureau License No. is: . Amount: $
C. HVAC work by: residing at:

, whose Idaho Public Works Contractors License No. is:

. Amount: $

THIS PAGE MUST BE SIGNED IN BLUE INK & RETURNED WITH YOUR BID. THIS DOCUMENT WILL BE
INCORPORATED INTO ANY RESULTING CONTRACT(S)

SIGNATURE: DATE:

INVITATION TO BID (ITB) Subcontractors
REQUISITION # B-526930

DISTRICT TWO (LEWISTON) — OVERHEAD DOOR REPLACEMENT






POTENTIAL BIDDERS LIST

OVERHEAD DOOR OF LEWISTON/CLARKSTON
422 20TH STREET NORTH

LEWISTON, ID 83501

PHONE: (208) 743-8485

FAX: (208) 746-9762

TOLL FREE: (800) 950-8485

ALL IDAHO DOOR LLC

P.0. BOX 309

GRANGEVILLE, IDAHO 83530-0309
(208) 746-1111

WAYNE DALTON OF LEWISTON
206 NINTH STREET

LEWISTON, ID 83501

PHONE: (208) 743-2101

FAX: (208) 746-8251

INVITATION TO BID (ITB)
REQUISITION # B-526930

DISTRICT TWO (LEWISTON) — OVERHEAD DOOR REPLACEMENT
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