CONTRACT ADMINISTRATION
Control of Materials
106.04

1) Only the sieves that are marked with an asterisk (*) in the   Subsection 703.05 tables are used in quality analysis.

See Section 405 and the QC/QA Special Provisions for asphalt binder content and density upper and lower specification limits.

Pay Factor Decision Criteria
As with verification evaluation, it is very important that pay factors be calculated after test results are received.  Production decisions are made based on the pay factor quality analysis results.  See the specifications for decision criteria.
106.04
Certification of Materials

Certain materials and fabricated items or small quantities of miscellaneous non-critical materials may be accepted based on certification by the manufacturer that the material furnished complies with specifications.  The Minimum Testing Requirements (MTRs) Section 8.25 and Field Test Manual Part II, Section 8.12 and 8.13 indicate items that may be accepted by certification.  Standard Specifications, Plans, and Special Provisions may also indicate certification requirements.  Certification for materials other than those provided shall be approved by the Materials Engineer for acceptability.  

Buy America

For all federal-aid projects only, all steel materials and products that contain significant quantities of steel must be certified that the steel was manufactured in the United States of America.  Such certification shall be provided prior to incorporation of these materials into the project.  Materials that are only used or rented during the project construction, but not incorporated into the work, do not require certification.

Larger quantities of steel that will be incorporated into the project should be certified by the manufacturer; i.e., the mill that produced or rolled and fabricated structural steel shapes.  Smaller quantities of steel where the product is incorporated into a manufactured item such as right of way markers may be certified by the fabricator of the finished product.

Buy American Certifications shall conform to the following type of wording:

	The reinforcing steel materials incorporated into the reinforced concrete pipe culvert furnished to Idaho Federal-Aid Project  (project number)   by         (Name of Supply Company)         have been produced in the United States and all manufacturing processes for these materials including the application of coatings have occurred in the United States.

             (Signature)                   


                                          ( 


Name






Company Title


The certification must be signed by a person having quality control responsibility for the company that manufactures, fabricates, or supplies the material.

Small quantities of steel may be accepted without Buy American Certification, so long as its total value for the project does not exceed 0.1% of the contract amount or $2,500, whichever is greater.  The cost shall include the engineering and fabrication costs necessary to make the steel fit the finished product.
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